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Standalone Fingerprint Time Attendance
Color Screen System

Highest Ildeas Products

Connection Type Network Protocal TCP/IP
FEATURE

m—— Advantages
' . 1. Strictly follow the national security product standard.
Computer Management Suitable for the entrances and exits of office, factory,

hotel, school, etc.

UUWﬂl?Iﬂﬂ S:nﬂSﬂ HOEJ\J’]U . Adopting the Energy-saving fingerprint sensor and

power management function, makes the product

(- 2 o ’ perfect.
@ 2\ ‘ @J [ {{D:' I ‘-ﬁ ‘ {53‘%5’ . Easy to learn, once enroll the fingerprint, you can

share it on other Realand terminals.
. 2.8 inch TFT screen.
. USB Flash Drive Download + USB Communication.
. Fingerprint + Password + ID Card.
. The RIMS (Realand Information Management System)

is improving unceasingly and the customers are free

. Us:tUoruwanoe Chip ARM9 Sofidu to the upgrade ones.
inpluladinidnga wanonus:inA _
elwsm ) sausSU USB ua: SD CARD Tumsivuaya

TECHNICAL SPECIFICATION

. ssuulddnganu Auto Update Finger TFT 2.8 inch TFT (320*240)

Recode UevAudnymioananeiioleo Fingerprint Sensor (Energy-saving)Optical Fingerprint
dmswasuulavduitievuoingrungi _ Sensor (Resolution:500DPI)

tolleasn Oodelinmsuargfoniueny . CPU 32bit CPU

10usiu rivlinsguateiolionsosien TU weunson sum aonu uborso Fingerprint Capacity 1,000
vredodu ! Fmm—— Log Capacity 100,000 events

Communication USB,TCP/IP
Identification Mode Fingerprint, Password, Proximity Card
—— Proximity Card 125Khz, EM4100 or other Compatible
. Wgwuuulng JevAusesdadoundonso s = = r-f-. = = Contactless 1D Card
wsourANWIAUSIAY USB Flash Drive Up/Download Available
Record Query Available(people can query their own
attendance record after authentication)
Rotational Angle Total Rotational Angle
|dentification Time < 1s
: FRR < 0.1%
CEUN FAR _ < {}:0001 % _
. rwseunu Usunsu HIP PREMIUM . Operating Mode Off-line / Online
TIME TUsunsuldran Authentication Mode 1:1._1:N_
' Language Thai,English
Voice Prompt Available
Bell Built-in Timing Bell
Self Test Available
Power Management Auto Sleep Time, Auto Power Off Time
Power Adapter DC 12VAA
Operating Environment Operating Temp:-10°C ~ +60 C. Humidity(RH):20%-80%
Size of the Terminal 180(L) x 134(W) x 36(H) mm
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